
ALSAN FLOOR EP®

INDOOR APPLICATIONS

INSPECTION AND MAINTENANCE GUIDE
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It is recommended to clean and inspect the epoxy floor at least every 3 months. If traffic is more frequent, 
we advise doing it more regularly. Thoroughly clean surfaces with a mop, floor-cleaning machine or 
high-pressure washer and biodegradable detergent to remove dirt, debris, oil, and grease. Pressure was-
hing machines should not have an outlet pressure of more than 1,000 psi. Start at the lowest pressure 
setting and gradually increase until the desired result is achieved.

Avoid using solvents or other highly abrasive cleaning agents.

Visually inspect the floor and look for any wear or cracks. Check all entrances, the perimeter of drains and 
the expansion joints to ensure they are properly sealed. At the junction between the epoxy floor and 
adjacent flooring, check to see if excessive structural movement may have caused cracking in the floor 
covering.
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REPAIRS OF CRACKS AND IMPERFECTIONS

If you have any questions about the installation and mainte-
nance for this product, please contact your SOPREMA              
representative.
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1. For repairs other than cracks, sand or grind 150 mm (6 in) beyond the affected area of the surface to 
be repaired. For cracks larger than 1/16 ", open them with a V-shaped grinding wheel, ¼" by ¼ ". Clean 
the repair with methyl hydrate or ALSAN RS CLEANER. 

2. Repair cracks using ALSAN FLOOR EP 041 epoxy repair paste with a rigid metal squeegee following 
the instructions in the technical data sheet.

3. Repair imperfections by mixing ALSAN FLOOR EP 101 or ALSAN FLOOR EP 440 and ALSAN TF 
801 (1 cup of ALSAN TF 801 for 3 liters of ALSAN FLOOR EP resin). Apply the product in the affected 
area and level with a flat squeegee.

4. Apply the colored top coat ALSAN FLOOR EP 440 with a flat scraper. Then even out the surface 
with a 5 mm lint-free roller.

5. If necessary, apply silica sand, vinyl flakes or decorative aggregates on the fly, in partial or full 
saturation on the repair area. When the repair is completely cured, finish by applying the clear topcoat 
ALSAN FLOOR EP 951.


